
ENGINE
Engine type In-line 4-cylinder, 4-stroke, 16 valves, DOHC  
Displacement (bore x stroke) 1.298 cc (79 mm x 66,2 mm)
Cooling Liquid
Compression ratio 10,8 : 1
Maximum power 107,5 kW (145,5 hp) @ 8.000 rpm
Maximum torque 138 Nm (14,1 kg-m) @ 7.000 rpm
Starter system Electric
Lubrication Wet sump
Ignition TCI (Transistor Controlled Ignition )
Fuel tank capacity 25 liters
Transmission 6-speed constant mesh

CHASSIS
Frame «Diamond» shaped
Length x width x height 2.230 mm x 740 mm x 1.415 / 1.550 mm
Wheel base 1.545 mm
Seat height 805 / 820 mm
Ground clearance 125 mm
Wet weight 289 kg
Front suspension Telescopic fork 
Rear suspension Link-type swingarm
Front / Rear brake Dual discs 320mm / Simple disc 282mm
Front tyre 120/70 ZR17 M/C (58W) tubeless
Rear tyre 180/55 ZR17 M/C (73W) tubeless 

The new FJR1300 boasts top-rate design and the 
reliability expected of a vehicle to escort top-level 
dignitaries and for events of national importance. 

To ensure top-rate performance and reliability, 
this model has been developed using special 
YAMAHA trials putting the engine, cycle and electric 
components through their paces as well as lab tests 
on a special trial circuit. 

This is the benchmark police motorcycle, a model 
providing the high level of performance necessary for 
police duties. 

Manufacturer documentation available on request.
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Always wear a helmet, eye protection and protective proper clothing.• 
YAMAHA encourages you to ride safely with responsible manners that comply with all laws while respecting the environment.• 
For more information, please contact your YAMAHA dealer• 

CFAO reserves the right to modify its models without notice, likewise their characteristics,
equipment and accessories. Pictures are not contractuals.
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