XJ600 POLICE

The new XJ600P combines comfort, power and reliability,
setting a benchmark for the most demanding customers.

Its compact, lightweight chassis, low saddle height and op-
timal mass distribution add up to top-class handling while
the muscular 600 cm3 engine has been designed to deliver
high performance as you move through the gears. Its ABS
braking ensures optimal safety. The adjustable handlebars
can be adapted to the rider’s build and posture, adding to a
superior level of comfort.

These characteristics make it a highly popular model
among corporate account customers.

YAMAHA documentation available on request.

ENGINE

Engine type
Displacement (bore x stroke)
Cooling
Compression ratio
Maximum power
Maximum torque
Starter system
Lubrication
Ignition

Fuel tank capacity
Transmission
CHASSIS

Frame

Length x width x height
Wheel base

Seat height
Ground clearance
Dry weight

Front suspension
Rear suspension
Front / Rear brake
Front tyre

Rear tyre

4-stroke, In-line 4 cylinder, DOHC, 4 Valves
600 cc (65,5 x 44,5 mm)

Liquid

12,2:1

57,0 kW (77,5 HP ) @ 10.000 rpm
6,1 X<g-m (39.7x Nt ) @ *.5(0r m
E!_ctric

Wet sump

TCI

17 litres

6-speed, constant mesh

Diamond shaped

2.120 mm x 800 mm x 1.285 mm
1440 mm

790 mm

135 mm

241 kg

Telescopic fork

Swingarm (link-suspension)

Dual discs 298mm / Single disc 245mm
120/70 ZR17 M/C (58W) Tubeless
160/60 ZR17 M/C (69W) Tubeless

« Always wear a helmet, eye protection and protective proper clothing.

*« YAMAHA encourages you to ride safely with responsible manners that comply with all laws while respecting the environment.

« For more information, please contact your YAMAHA dealer

CFAO reserves the right to modify its models without notice, likewise their characteristics, equipment and

accessories. Pictures are not contractuals.
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